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_ (_\ - - _ _ Werksblaft / company spec
/

no. | Ind. | And-Nr./version-no. | Datum / date |designer | checked -

Werkstuckkanten / work edges DIN 1S0 13715 Oberfldchenbeschaffenheit / surface texture DIN IS0 1302 | Geheimhaltung / secret status

Tolerierungsgrundsatz / tolerancing principle  DIN IS0 8015 -

Allg-Toleranzen / general tolerances DIN IS0 2768 - Thermisches Schneiden / thermal cutting  DIN EN IS0 9013 -

Allg.-Tol. Schweilkonstr. / general fol. weldment OIN EN ISO 13920 - Schweif3naht-Bewertungsgruppe / weld inspect  DIN EN IS0 5817 -

Toleranzen fir Bauwerke / tolerances in buildings DOIN 18202 - 1-

The reproduction, distribution and ufilization of this Maldstab / scale] Gewicht / weight | Material Nr. / material no:
document as well as the communication of ifs contents to 11 0,3 kg

others without explicid authorization is prohibited. T[‘Uhk[] ¢20X1,5 - D|N2394

Offenders will be held liable for the payment of damages. Datum / dafe {Name / name

AL rights reserved in the event of the grant of a patent, designer| 10.9.2017 REL Dokument Nr. / document no. | Blatt / sheet:
utility model or design.

DIN 1S0 16016 checked - _

Bezeichnung:

GRAVITACNI VALEC - Fada 500

description:

1 5 10 20, pruzna osa D6

Stuckliste / parts List |:| Ersatz fir / replacement for: - Ersetzt durch / replaced by: - A3




